PC/Flexnet32 

FlexNet/32 overview
FlexNet/32 offers for the first time an integrated and modular Packet Radio solution for all current Windows versions. At the same time, this package is a partial update for existing, DOS-based PC/FlexNet installations under Windows.

The most important features 
All parameters are set via a Graphical User Interface (GUI). Configuration via DOS Batch files is eliminated. Drivers can be added and removed during operation. High performance for future data transmission rates .

Limitations 
DOS applications are no longer supported, as with 16-bit Windows programs. Although not all drivers for current hardware are provided at this time, we are working on it. Some drivers presently run only on certain Windows versions. There is still no Digipeater (Node) kernel available. However, in the near future one will become available for at least Windows NT and 2000.  It can then be installable as a service. 

Update of existing installations on WIN9x 
It is sufficient to unpack the FLEX32.ZIP into the existing FlexNet listing. Old versions of the programs will be overwritten - a backup of those files would be a good idea. The usual functions are available, along with a few bug fixes and extensions. In order to update to FlexNet32, you need to remove the FlexNet module calls from the startup batch file, best accomplished by commenting out the relevant lines in AUTOEXEC.BAT. After windows starts, the application FLEXCTL.EXE must be started manually. One could also automate this function by adding an entry to the Autostart directory.  Now you only have to parameterize the 32-bit driver as with a new installation.  Naturally, the above instructions and limitations only apply to those drivers and applications that are available.

New installation 
Unpack the files from the .ZIP archive into a directory. Then start FLEXCTL.EXE and, if desired, put a link into the autostart folder.  Rebooting is not necessary.  The channel drivers are installed and parameterized (configured) via the Parameter menu, and become immediately functional. Possible resource conflicts or parameterization errors are indicated with an icon in the channel list.

Installing new or updated drivers 
Simply copy the new driver(s) into the FlexNet directory.  They become immediately available in the Driver selection box.  Please observe any release notes!  With driver updates, FlexNet must be terminated and restarted after the updated drivers are copied.
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Available drivers for FlexNet32 
Driver 
Win9x, ME 
NT4 

Win2000 


6pack 

x 

x 

x 


Ser12 

- 

- 

- 


Par96 

x 

x 

x 


AXIP 

x 

x 

x 


AXIPX 
x 

x 

x 


EPP 

x 

x 

x 


IPAX 

x 

- 

- 


KISS 

x 

x 

x 


PR430 

x 

x 

x 


